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FIGURE 12 
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A FIRST NETWORK ENTITY CREATES A FIRST MESSAGE TO DISCOVER 
NETWORK HOST INTERFACES FOR CONNECTING TO A THIRD NETWORK 
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THE FIRST NETWORK ENTITY SENDS THE FIRST MESSAGE TO A FIRST 

NETWORK DEVICE 
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THE FIRST NETWORK DEVICE ENCAPSULATES THE FIRST MESSAGE 



I 



^-458 



THE FIRST NETWORK DEVICE SENDS THE ENCAPSULATED FIRST 
MESSAGE TO A SECOND NETWORK DEVICE 
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THE SECOND NETWORK DEVICE DECAPSULATES THE FIRST MESSAGE 
AND FORWARDS THE MESSAGE TO MULTIPLE FIRST PROTOCOL SERVERS 



ONE OR MORE SERVERS RECEIVE TH E FIRST MESSAGE AND OKbATE 
FIRST REPLY MESSAGES AND SENDS THE REPLY MESSAGES TO THE 
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SE COND NETWORK DEVICE 

1 ^ 



464 



THE SECOND NETWORK DEVICE FORWARDS THE REPLY MESSAGES TO 
THE NETWORK ADDRESS OF THE FIRST NETWORK DEVICE 
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THE FIRST NETWORK DEVICE FORWARDS THE FIRST REPLY MESSAGES TO 

THE NETWORK ENTITY 
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THE FIRST NETWORK ENTITY SELECTS ONE OR MORE FIRST REPLY 

MESSAGES 
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